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1 Introduction 
 
TwonkyServer by PacketVideo is an UPnP/DLNA media server that enables you to share your 
Music, Pictures and Videos with UPnP-enabled client devices (also known as media players, 
digital media players (DMP) or media adapters) throughout your home.  

1.1 Installation 

TwonkyServer licenses are available through one of the following distribution channels:  
 
Á pre-installed on an embedded device like network attached storage NAS device or set-top-

box (STB), 
Á bundled with a client device, 
Á from the Twonky online store. 

 
In the first case TwonkyServer is already installed on the device and ready to use. In the two 
other cases mentioned above you first have to install TwonkyServer. This installation guide 
describes how to install it on PC platforms, namely Windows XP/Vista, Linux and Mac OS. 
 
After installing TwonkyServer, the default configuration will in most cases allow you to start using 
TwonkyServer right away. You can however customize various options according to your 
personal preferences by means of the web-based server configuration pages.  
 
Windows users can access the configuration pages through the corresponding tray icon.  The 
Mac version provides a desktop icon to access the configuration pages. Linux users have to 
open the configuration pages through a browser: 
 

http://server - ip:port  

 

where "server - ip " is the IP address of the device where the TwonkyServer is running and 

port  is the port number of the TwonkyServerôs HTTP server (9000 by default). The individual 

configuration options are described in the online help. 
 

1.2 About this Manual 

This manual will help you to install TwonkyServer on your target PC platform. Additional 
information about setup and configuration of TwonkyServer can be found in our FAQ and our 
Forum. 
 

1.3 Feedback and Technical Support 

If you require technical support, please contact the support department at 
http://www.twonky.com/ContactUs.aspx . At this address we would also appreciate any 
comments or feedback you might have regarding TwonkyServer  
 

http://www.twonky.com/support/faqs.asp
http://www.twonkyforum.com/
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2 Windows XP / Vista Setup 
If you have installed an earlier Version of TwonkyServer, you should first un-install it through the 
start menu:  
 
Start Č  Control panel Č Add/Remove programs Č TwonkyMedia 
 

To start the setup, you have to double click TwonkyMediaServerSetup.exe, which has been 
provided to you on the installation CD or via download. 
 
In the first step the installation language has to be selected. This is not only relevant for the 
installation process, but will also define the language used for the TwonkyServer configuration 
pages and the navigation tree shown on your client device.  
 

 
 
 
Next you have to accept the end user license agreement. The software will not be installed if you 
do not agree with the license terms. 
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If you install TwonkyServer version 6.x on top of a previous 4.x installation, you have to select a 
clean installation; otherwise you may chose to preserve the settings from an earlier 5.x or 6.x 
installation. The screen does not popup if you install TwonkyServer for the first time or if you 
have un-installed the earlier version.   
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If you selected a clean installation or install TwonkyServer for the first time you are asked to 
input your license key in the next step. You continue with the next step without providing a key if 
you wish to trial TwonkyServer for free for 30 days. Please note that a 4.x key will not work for 
the 6.x version! 
 

 
 
In case you select to preserve settings from a previous installation, the key will automatically be 
retrieved.  
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This screen allows entry of the name of the media server as displayed by media receivers. By 
means of the macro %HOSTNAME% user can add the actual host name, e.g. TwonkyMedia 
[%HOSTNAME%]. Or user may skip adding a server name here. It can be added after 
installation from the configuration page.   
 
Express Install: 

The following directories shall be shared as default.  
Music-only: C:\Documents and Settings\[NAME]\My Documents\My Music  

  Pictures-only: C:\Documents and Settings\[NAME]\My Documents\My Pictures 
          Videos-only: C:\Documents and Settings\[NAME]\My Documents\My Videos 
 
TwonkyServer shall be installed as system service.  
iTunes playlist and data base shall be used if detected. 
 

 
  You can change the default settings in custom install.  
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You can select directories where the server shall scan for content. Each directory can be limited 
to a certain content type. The default setting will scan for all content types. You can remove the 
suggested directory path if you do not want to scan it now. Content directories can also be 
shared after installation with the configuration page. 
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You can uncheck the options to install TwonkyServer as system service. This should be done if 
other embedded servers that are running for example on a NAS, shall be managed with 
TwonkyServer.  

 
 
You can uncheck detection and scanning of iTunes music database.   
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You are now ready to start the installation. 
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The TwonkyServer will be installed as a system service by default and automatically started. 
TwonkyServer is now ready to serve your media throughout your home.  
 
 A tray application will allow accessing the advanced settings as well as to start/terminate the 
server manually 
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3 Linux 
The Linux packages come in two flavors: as shell script (extension .sh) and as ZIP file (.zip). The 
shell scripts are actually wrappers for the ZIP files to provide a simpler installation and setup 
procedure. 
 
For Linux novices it is recommended to use the shell script installer, which is described in the 
following section. Experts may skip to section 3.2 for an overview of the ZIP package. 

3.1 Installing a Shell Script Package 

 
twonkymedia - <platform>.sh   

 

<platform>  is most likely i386, e.g. twonkymedia-i386.sh for a Linux x86 PC. 

 
If you want to install two different versions, then you ought to change the install configuration to 
modify the install path. The installer will overwrite any previous installation without warning 
otherwise! 
 

 

If you are logged in as root, you may skip this section. The content directory and other run-time 
configuration settings can be modified later, when the server is running. 
 
The script assumes that the installation is done by user root. If you would like to perform a single 
user installation or to modify the initial setup, please open the script in your favorite editor on 
Linux. Never ever edit the script under Windows! 
 
The following variables in the script are used to control the installation: 

¶ INSTALLDIR 
                       The directory where the server will be installed. If you are not root, 

you will most likely want to change this to $HOME/TwonkyMedia 
Default: /usr/local/twonkymedia 
 

¶ INITSCRIPT 
                       Where to place the script to start the server automatically at boot  

       time. 
       Default: /etc/init.d/twonkyserver 
 

¶ STARTAFTERINSTALL 
                                      Enable or disable start of the server after installation. Set to  

    no to disable. 
    Default: yes 

 

If you have downloaded the script from the web, your browser will offer to execute the script. If 
you do not need to reconfigure the script, then simply allow this and you are done. Otherwise 
you will need to run the install script manually. The process for this may differ on various 
distributions and desktops. For the most common desktops, the installation is described below. 

3.1.2.1 GNOME 

Installation: 
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¶ Open nautilus. Usually the desktop will have an icon called ópersonal folderô or óhome 
folderô. Double-click on this icon. 

¶ Change to the directory where you have saved the installation script. 

¶ Double-click on the script. 

¶ The script now installs the server. 

¶ At the end a pop-up will show the installation log. 
 
If you have disabled auto-start, you have to start the server manually: 
 

¶ Open nautilus and go to the installation directory. 

¶ double-click twonkymedia 
 
Once you have started the server, you can configure it by double-clicking on 
twonkymedia-config.html, which will open a browser window with the configuration page. 

3.1.2.2 KDE 

Please note that by default KDE requires only single clicks instead of double clicks to open 
directories or to start programs. Although it is possible to change this behavior to double-click in 
the control center, it is assumed in the description that only single clicks are necessary. 
 
Installation: 
 

¶ Open konqueror. Usually the desktop will have an icon ópersonal folderô or óhome folderô. 
Click on this icon. 

¶ Change to the directory where you have saved the installation script. 

¶ Click on the script. 

¶ The script now installs the server. 

¶ At the end a pop-up will show the installation log. 
 
If you have disabled auto-start, you have to start the server manually: 
 

¶ Open konqueror and go to the installation directory. 

¶ click twonkymedia 
 
Once you have started the server, you can configure it by clicking on twonkymedia-config.html, 
which will open a browser window with the configuration page. 

3.1.2.3 Terminal 

Start your favorite terminal (xterm, kterm, rxvt é) and change to the directory that contains the 
installation script. 
 
Now start the script: 
 

./twonkymedia-i386.sh (or similar) 
 

Or, to suppress the message box at the end 
 

DISPLAY= ./twonkymedia-i386.sh (or similar) 
 

Note that there is a blank between = and the dot. 
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To start the server manually, either invoke it manually in the installation directory, or invoke it 
with the start script twonkymedia.sh. The script will first look for an installation in 
/usr/local/twonkymedia and then in the directory where the script itself is installed. 

3.2 Installing a Zipped Package 

 
twonkymedia - <plat form>.zip  

 

<platform>  is most likely i386, i.e. twonkymedia-i386.zip for a Linux x86 PC. 

 
Unzip your package into an empty directory (preserving subfolders). 
 
Your package will consist of the following files: 
 

twonkymedia    TwonkyMedia UPnP server starter 
twonkymediaserver   TwonkyMedia UPnP server 
cgi-bin/*     cgi scripts for TwonkyMedia 
plugins/*     plug-ins for TwonkyMedia 
resources/*     resources for TwonkyMedia 
RevisionHistory    Change log 
radio.m3u     Sample playlist 
licence-en.rtf    License Agreement 
twonkymedia.sh    auto start script 
twonkymedia-server-default.ini first start defaults 
initial_keystore.dat   default configuration for on-line feeds 
mediafusion_keystore.dat  initial credentials to access on-line feeds 

 
You can either keep all files in the directory where you have unzipped the package or copy the 
corresponding server and the associated plug-ins to your most favorite installation directory. 
Note that the init script uses as default /usr/local/twonkymedia. 
 
Make sure that the server file and the plug-ins have the exe bit set. If not, try: 
 

"chmod 700 twonkym* "  

Eventually it is necessary to have a multicast route set for the server by issuing, e.g.: 
 

"route add -net 224.0.0.0 netmask 240.0.0.0 dev eth0" 
 
Start the server fully qualified, never just with "./twonkymedia", but 
/usr/local/twonkymedia/twonkymedia. The server will display a startup message. The server is 
running now and you can find and use it with your UPnP client device. Before you continue, you 
should point the server to one or more content directories via the configuration web-page. 
 
If the server cannot be found by the client device check your firewall settings. When the server is 
shut down with CTRL-C or when it receives a SIGTERM signal it will send a bye-bye message to 
the UPnP network to let the devices know that it disappeared. 
 
To enable autostart of the server, you need to be a Linux expert, because all Linux flavors differ 
and no general procedure can be suggested. In many cases "twonkymedia.sh" could be adapted 
to your needs and linked into an appropriate location to enable autostart. The script is intended 
to work on SUSE, OpenSUSE, Fedora Core and other Linux Standard Base (LSB) compliant 
systems when installed into /etc/init.d or /etc/rc.d and linked to rc3.d and rc5.d as 
S99twonkyserver and K99twonkyserver: 
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ñln ïs ../twonkymedia.sh S99twonkyserverñ 

ñln ïs ../twonkymedia.sh K99twonkyserverò 

Or alternatively when supported by the OS:  

 ñchkconfig -- level 35 twonkyserver onò 
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4 Mac OS Configuration Tool 
 
The TwonkyServer installer package for Mac OS will guide you through the installation process 
and configure the main parameters.  
 

          
 
Double-click the TwonkyMediaServer_MOSX zip file to extract the installer package and double-
click the package to start the installation process. 
 

 
 
Carefully read the installation notes and press continue. 
















